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International Export & Domestic Pallets 

Meets all standards for international export, conforms with AQIS requirements 

Corrugated paper products are exempt from 

International Standard for Phytosanitary Measures (ISPM-15) 

100% recyclable - Environmentally safe 

A recyclable product manufactured from recyclable or recycled material 

A substitute, for heat treated or fumigated wood export pallets 

Moisture proofing 

Certification 
Meets and exceeds ASTM standards for pallet design, Center for Unit Load Design, Virginia 

Tech. Pallet tested according to the protocol of ASTM D1185-éè Ã4lYf\Yj\ 5]kl .]l`g\k ^gj 

1Ydd]lk Yf\ 3]dYl]\ 4ljm[lmj]k &ehdgq]\ af .Yl]jaYdk )Yf\daf_ Yf\ 4`ahhaf_Äº 

 

Pallet tested- 48x40-inch, non-reversible, partial 4-way, stringer style, double wing, corrugated 

paper pallet. 

 

Fork Tine Support with Flexible Load ASTM D-1185 - Creep Test at 2000 pounds and Test to 

failure. 

 

ASTM Criteria Í 4000 

Our Average Maximum load - 5915 

Results of Floor Stack Test with Flexible Load -ASTM D-1185 - Creep Test at 2000 

pounds and 

ASTM Criteria Í 12000 

Test to Failure. Our Average Maximum load Í 12021 
Source: Testing by Virginia Tech, Center for Unit Load Design 

 

Patent 
The pallet, current patent pending, filed with ISA/EPO; the application claims the priority and 

benefits of U.S. provisional application 60/830,274. 
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Pallets - Advantages 
4Y^]¹ 8gjce]fÂk $geh]fkYlagf· \m] lg )]Ydl` Yf\ )q_a]f]· fYad µ khdafl]j ^j]]· ]Ykq da^laf_· 

reduce lost time injuries. 

 

Employee Friendly: Lightweight, easy to remove from stacks, no nails, staples, or jagged 

edges. 

 

Recyclable: 100% recyclable: Environmentally safe, manufactured from recyclable or recycled 

material. 

 

Pallet Price: Less expensive than wood, plastic and other corrugated pallets. 

 

Overall Shipping Cost: Save on freight - pallet disposal - administration - inventory 

shrinkage. 

 

Warehouse Space: Clean pallets, no nails, splinters or grime on warehouse floor. 

 

Custom Pallets: Personalize to your shipping requirements. Unit load strength and durability. 

 

Light Weight = Saved Revenue per Truckload: IntraLoque Pallets weigh 20-50% 

less than the standard 40 x 48-inch wood pallet. 

 

IntraLoque Pallets Improve Overall Truckload Costs: Cost reduction -Product/Revenue per 

Load ratio. 

 

Performance: Performs well in many of load shock, stacking, and high humidity. 

 

Services: Conveyorized facilities, automatic stacking systems, and multiple forklift operations. 

 

Budget: Will not affect customer current shipping budget negatively by affecting the bottom 

line for pallet cost. 
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Specifications   Entry Side Height Width 

Pallet 

Weight 

Design 

Capacity 

Pallet Platform 2E36S6S15K             

Industry Style 2-way             

Dimension   40" 48" 5"       

Capacity           20 Lbs 1500 lbs.  

Top Deck Style Stringer     3/4" 5"     

Bottom Deck Style Stringer     3/4" 5"     

Runners 3     3 1/2" 2 1/2"     

 

 

 

 

 

Source: IntraLoque, Inc. 

Bison 
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Specifications   Entry Side Height Width 

Pallet 

Weight 

Design 

Capacity 

Pallet Platform 2E4FF2KK             

Industry Style 2-way             

Dimension   40" 48" 5 1/2"       

Capacity           40 Lbs 2000 lbs. 

Top Deck Style FlatDeck     1" 40 x 48     

Bottom Deck Style FlatDeck     1" 40 x 48     

Runners 4     3 1/2" 3 1/2"     

 

 

 

 

 

Source: IntraLoque, Inc. 

Work Horse 
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Specifications   Entry Side Height Width Pallet Weight Design Capacity 

Pallet Platform 2EF3S2K             

Industry Style 2-way             

Dimension   40" 48" 5 1/2"       

Capacity           40 Lbs 2000 lbs. 

Top Deck Style FlatDeck     1" 40 x 48     

Bottom Deck Style Open             

Runners 3     3 1/2" 3"     

 

 

 

 

 

Source: IntraLoque, Inc. 

Yak 
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Specifications 

 

Entry Side Height Width Weight Design Capacity 

Pallet Platform 2E4S2K             

Industry Style 2-way             

Dimension   40" 48" 5 1/2"       

Capacity           20 Lbs 2000 lbs. 

Top Deck Style Stringer     2" 30 x 36     

Bottom Deck Style Open             

Runners 2     3 1/2" 2"     

 

 

 

 

Source: IntraLoque, Inc. 

Bull 
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Specifications   Entry Side Height Width Weight Design Capacity 

Pallet Platform 4E46S4S2K             

Industry Style GMA             

Dimension   40" 48" 5 1/2"       

Capacity           25 Lbs 2000 lbs. 

Top Deck Style Stringer     3/4" 40 x 48     

Bottom Deck Style Stringer     1 1/2"       

Runners 4     3 1/2"       

 

 

 

 

 

 

Source: IntraLoque, Inc. 

Buck 
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Pallet Platform 2E36S6S1KWP             

Industry Style 2-way             

Dimension   40" 48" 5"       

Capacity           20 Lbs 1500 lbs. 

Top Deck Style Stringer     3/4" 5"     

Bottom Deck Style Stringer     3/4" 5"     

Runners 3     3 1/2" 2 1/2"     

 

Specifications   Entry Side Height Width Weight Design Capacity 

Pallet Platform 4E4F4S2KKWP             

Industry Style 4-way             

Dimension   40" 48" 5 1/2"       

Capacity           20 Lbs 2000 lbs. 

Top Deck Style FlatDeck     1" 40 x 48     

Bottom Deck Style Stringer     1" 5"     

Runners 3     3 1/2" 4"     
Source: IntraLoque, Inc. 

Tiger & Tigress 
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Specifications   Entry Side Height Width Weight Design Capacity 

Pallet Platform 4E3FC2K             

Industry Style 4-way             

Dimension   40" 48" 5"       

Capacity           20 Lbs 2000 lbs. 

Top Deck Style FlatDeck     1/2" 40 x 48     

Bottom Deck Style Corrugated       40 x 48     

Runners 3     4 1/2" 2 1/2"     

 

 

 

 

 

 

Source: IntraLoque, Inc. 

Rhino 
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Specifications   Entry Side Height Width Weight Design Capacity 

Pallet Platform 4E37S4S2KKWP             

Industry Style 4-way             

Dimension   40" 48" 6"       

Capacity           35 Lbs 2000 lbs. 

Top Deck Style Stringer     3/4" 40 x 48     

Bottom Deck Style Stringer     1 3/4" 40 x 48     

Runners 3     3 1/2" 4"     

 

 

 

 

 

 

Source: IntraLoque, Inc. 

Cape Buffalo 
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Specifications   Entry Side Height Width Pallet Weight Design Capacity 

Pallet Platform 2E36S5S2K             

Industry Style 2-way             

Dimension   40" 48" 4 3/4"       

Capacity           20 Lbs 2000 lbs. 

Top Deck Style Stringer     3/4" 5"     

Bottom Deck Style Stringer     1/2" 5"     

Runners 3     3 1/2" 3"     

 

 

 

 

 

Source: IntraLoque, Inc. 

Gazelle 
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Specifications   Entry Side Height Width Pallet Weight Design Capacity 

Pallet Platform 2E35S5S15KWP             

Industry Style 2-way             

Dimension   40" 48" 5"       

Capacity           18 Lbs 1500 lbs. 

Top Deck Style Stringer     3/4" 5"     

Bottom Deck Style Stringer     3/4" 5"     

Runners 3     3 1/2" 2"     

 

 

Source: IntraLoque, Inc. 

Musk Ox 


